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1. On August 23, 1956 & meeting was held in the || NEGTNGTTNGNEGEGE
Leboratory, Advanced Circult Section, to discuss the subject contract.

Present were:

25X1A

2. 'Te work currently in progress demonstrates thet the program
emphiaels 1s being correctly spplied to sclid state devices without over
emphasis of clrcult appllestions. This trip report will present the
operating prineiples of some of the components being investigated and
these copersting principles will not be repested in future trip reports.

3. Magneto Resistive Amplifier.

Indivme sotimonide and certsain related compounds exhibit the
property of changing resistence with veriation of & magnetic field in
which they sre placed. In en amplifier as shown in Figure 1 the
carriers drifting in response to an electroststic fleld mre deflected
to one side by the megnetic field. Mobility is higher at the center
of & conductor then towerds the edge and undeyr a high megnetic field
more cerriers will be forced to the edge increasing the overall

:» resistance. Such a device could be expected to deliver up to 10 watts

with an emplificetion of 20 db. The present problem iz that the

: materlal is very brittle at the thicknesses required by 8 Bmall
megnetic air gep {.ol5 inch). Present methods of attack on this
problem will be to use indium antimonide drawn from a single crystal
to avold the weskness inherent st erystal boundries and the use of thin
coatings of N materisl on A P base.

.
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h. Incrementel Trensfluxors.

If squeve loop Ferrite material is construcied in the
shepe shown in Figure 2, the core surrcunding each hole may be
soturated in increments lesving the balance of the meterial un-
saturated. Thus a pulse on winding “c" may saturefe the shaded
portion shown, decressing the unseturated core arvea to windlog
4" of the oselllstor. The decressed core sres would change the
inductance of winding "d4" and therefore the resonant frequency
of the tuned circuit. Such a device would meke it possible to
tune & receiver by a series of pulses sent from the transmitter.
Core I serves a&s 2 limiter limiting the amplitude of incoming
pulges to thet possible by transformed sctlon before core I is
itself driven into saturation. Such a device has been produced
which allowed the resonant aireuit to be tuned by pulses fron
one megacycle to 800 KO in 40 discrete stepe (tuned in
increments by 40 pulses).
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5. Ceramic Resonsetors.

| Berium titenete magnetostrictive filters have en equivalent
‘ clrenit similar to & crystal {shown in Figure 3). It le epparent thet
such & circuit could be used a8 & series resonant girevit of the serles
IF amplifier described in the last trip report. Such & circult appeers
in E‘:L%ure 4. Faysicslly the rescnator is & veiy thin sheet approximately
1 by £ inch. Current development is directed at making the berium
| titanete less temperature sensitive. [ ctoted thet the 25X1A5a1
25X1A5a1 decision es to whether il vill merket berium titanate es 455 KC IF strip
| filters, will be mode within six monthe. As & filter the barium titanste
| will heve epproximetely the seme bandwidth and ingertion loss as the
| Coilins Mechsnical Filter but will be comsidershbly chesper and
| 1ndividual filter pletes will be electrical coupled rather than
! mechanically coupled.

!
t
{
|
|

6. Pnotoluminescent Devices.

Tf sn electroluminescent phosphor is srrvenged with & photo
; conductor as shown in Flgure 5, amplification can result. The principle
i of operstion is that the voltage across the input terminals causes the
! elechkrolvminescent phosphor to give off light which controls the
resisitivity of the photo comductor. Figure 6 shows e barium titanate
magnetostrictive filter restrained as shown. If the Jeft hend halfl is
| copnected to & 500 KC IF imput the whole crystal will vibrate and the
| vibration on the right hand helf causes electric chargea to be profuced
in sccordance with the stresses in the crystal. If the right hend heif
is now costed with photoluminescent meterisl the cherges will cause light
to be given off which cen be picked up by the photo conductor. Such an
arrvengement cen theoretlicelly amplify and moreover the photo eonduetor will
} produce & rectified curvent. If the photo conductor is chosen with a
; response charecteristic which cennot follow the Individual pulses of light
but only aversges, we have in @ single device an IF frequency filter, an
suplifier, a detector, and the mudo-Tilter associeted with the detaector.
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